
Sandvik Raise Bore Hammer
RBH-24

Technical Specification

Key features & requirement

DTH hammer 3 x Tundo RH650-6” 
hammers 

Drill bit 3 x Ø8” custom shank 
bits (Ø203 mm)

Final reamed hole size        Ø610 mm (Ø24’’)

Direction of drilling Pushing up or  
Pushing down holes

High angle drill hole (pilot extension installed)

hole diameter
Hole length
Weight

Ø610 mm (Ø24’’)
2 572 mm (101.3’’)
1 318 kg (2 905 lbs)

Low angle drill hole (with pilot cap installed)

hole diameter
Hole length
Weight

Ø610 mm (Ø24””)
2 280 mm (89.8’’)
1 268 kg (2 795 lbs)

Air requirements 1 200 – 1 400 CFM 
@350psi

Drill pipe required:                   Ø5” pipe with Cubex 
#28 thread x Flats 
3.75” A/F

Pilot hole requirements:     Long offset profile 
centralizer
Heavy hoist feed 
cylinder
High torque/Low speed 
rotation motors
Fits a 5ft & 6ft feed

Drilling best practices        Usage of drill pipe 
stabilizers is  
recommended

Sandvik RBH-24, a next-generation raise 
bore hammer designed to solve key 
customer issues like high rebuild costs, 
inefficient hammer setups, and long 
downtimes. 

The RBH-24 features a modular design, 
dual-functionality for push/pull application, 
and replaceable wear parts, all backed by 
full Sandvik support.

Sandvik 300 & 400 ITH longhole drills 
can be fitted with the RBH-24 Raise Bore 
Hammer for pushing/pulling in slot raising, 
service holes and paste fill applications. 

The RBH-24 features a modular design 
fitting both 6 ft and 5 ft DU drilling 
modules. It can be used in 3x3 headings. 
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Technical specification

Main dimensions

Sandvik Mining reserves the right to make changes to the information on this data sheet without prior notification to users. 
Please contact a Sandvik representative for clarification on specifications and options.

Main components

1. RH650hammers

2. Hammer housings

3. DTH bits Ø8”

4. Pilot extension option

5. Pilot cap option

127
(Ø5’’)

127
(Ø5’’)

Configuration 1
High angle hole

Configuration 2
Low angle hole

2 477
97 3/4’’

2 191
86 1/4’’

2 280
89 3/4’’

Pilot extension
option

Fit Ø9 1/8’’ 
pilot hole

203 mm
Ø8’’ bit

610 mm
Ø24’’
Gauge dia.

2 572
101 1/4’’

95
3 3/4’’ A/F
TYP 3

95
3 3/4’’ A/F
TYP 3 Pilot cap

option
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